
MAG Defender
MD22A - 22mm

For more information please
contact the SALUS sales team...
Tel: 01226 323961
www.salus-tech.com

The SALUS Mag DEFENDER is an ultra high efficiency,
full-flow magnetic filter. Designed for easy installation,
cleaning and servicing, it protects all central heating
systems by removing practically 100% of suspended
black iron oxide.
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FEATURES
• Energy saving

• No running costs

• Top mounted air vent

• Simple installation & servicing

• 500ml capacity nylon enclosure

• Immediate results & system protection

• Compression nylon cap with EPDM

“O” ring for a perfect seal

• 20mm diameter removable neodymium magnet

• Vertical, base mounted ½”  drain valve

• 22mm isolation valves supplied

• Easy removal of magnet

Cleaning and Maintenance
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How to service and clean

Compression Nylon Cap

Neodymium magnet
assembly, hermetically
sealed in SSTL304

500ml hydrolysis resistant circulation chamber

22mm compression Inlet and
out let 360 swivel isolation
valve (x2)

½” BSP drain valve – pre-assembled with thread lock

Hydrolysis resistant Nylon Lid assembly
with EPDM “O” ring

Also Supplied:
Servicing Kit - comprising of 1 x ‘O’ EPDM ring, 2 inlet/outlet
washers, instruction manual and warranty card.

Simply the easiest installation and servicing ever!

SALUS recommends the use  of
SALUS SYSTEM GUARD products
with the MAG DEFENDER. 
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