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INSTALLATION 

INSTRUCTIONS

only.

Thermostat Receiver Thermostat table stand

Screw Anchor Screws

MOUNTING OF WALL MOUTING PLATE

NOTE: The unit is double in insulated so does not require and earth but a terminal is 
supplied for the spare wire.

product.

Unscrew the 2 screws under the 
receiver.

Remove the wall plate from the 
receiver.

Secure the wall plate with the two 
screws provided using the horizontal out area is provided on the wall plate 

and on the corresponding area of the 
receiver.

TABLE OF CONTENTS

MOUNTING OF THE RECEIVER
 Replace the receiver on the wall Secure the receiver by screwing the 

RTE7RFC
RTE7RFBC

2N L 1 43

N  = Neutral 

1  = Not used 
2  = Not normally used 
3  = Common - Power In 
4  = Call for heat - Power out
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MOUNTING OF THERMOSTAT

The thermostat and the receiver are not bonded together at the factory.

Press and hold for  the RF 

Override RF Test

Override RF Test

PAIRING PROCEDURE

INSTALLING BATTERIES

cover which is placed on 
the front of thermostat.

supplied. Note the cor-
rect polarity according 
to the engraving on the 
thermostat when inser-

cover.

  Unscrew the 2 screws under the 
thermostat.

  Remove the wall plate from the 
thermostat.

 Secure the wall plate with the two 
screws provided using the horizontal 

 Replace the thermostat on the wall 

To ensure that your 
thermostat provides 
accurate readings and 

direct sunshine and any other 
sources of heat or cold such 

etc.

The thermostat measures the temperature of the place where it is installed. 
-

  Secure the thermostat by screwing the 

  Insert the 2 pins inside the wallplate.  Slide the stand to the right.

wallplate.
  Tilt the thermostat according to its 

available.

30° 37°
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1 Set °C/°F temperature unit
2 

3 

4 

5 

9

The pre-set temperature is the degree °C. 
Rotate the dial to change to degree 
Fahrenheit.

 Then save by pressing  or move 
the Programming slider.

Rotate the dial to change to “24 hr”.  Then save by pressing  or move 
the Programming slider.

-

thermostat.

to the desired value.
 Then save by pressing  or move 
the Programming slider.

ADVANCED INSTALLER SETTING

INSTALLER SETTINGS

Move the mode slider to 

boiler. 

the mode slider to 

for 10 seconds then signal strength appears. 
10 is the best signal strength.

Thermostat RF icon and receiver green 
light will be solid when pairing is 
complete. 

Thermostat RF icon and receiver green 

Override RF Test Override RF Test

-

-

temperature before the end of the occupancy period.

-

The pre-set control algorithm is TPI.

 If MODE slider is moved or no press/

 Then save by pressing  or move 
the Programming slider.

Rotate the dial to change to 2 points 
control algorithm.

 Then save by pressing  or move 
the Programming slider.

 for 5 

Prog 1 2 3

Prog 1 2 3

Prog 1 2 3

displayed.

Prog 1 2 3

TPI 

Prog 1 2 3

Prog 1 2 3



NEOMITIS® LIMITED - 4th Floor, Lincoln House, 300 High Holborn, London WC1V 7JH 
Registered in England and Wales No: 9543404

Re
gi

st
er

ed
 tr

ad
em

ar
ks

 - 
Al

l r
ig

ht
s r

es
er

ve
d

4

www.neomitis.com

-  Your room thermostat may have been set up close to a source of heat or on a cold 
 page 2 for 

connected to the receiver.

 

TROUBLESHOOTING

TECHNICAL SPECIFICATIONS

- Class II.
 15m is typical but this varies depending on the building 

temperature has been changed.

N.B.:
with the 230V AC receiver. 

The  on the product indicates that you must dispose of it at the end of its useful 

enables us to protect the environment and to use less natural resources.

-

Thermostat

Receiver

Press 
mode.

.

Conduct RF Test .
-  Repeat the pairing between the thermostat and receiver -

.

  Move the programing slider to 
.

Press and hold   for 5 seconds to 

  OP CONF

  OP ECO

 OP OFF

temperature at the start of the occupancy period.
-

rature during periods of occupancy.
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INSTRUCTIONS

Note: 

     
    

am

Tu

C

C

• LCD Display

INITIAL POWER UP 

SETTINGS
 

1- 
-

2-

OVERVIEW

CONTROLS AND DISPLAY

PAIRING PROCEDURE 

1-

Override RF Test

Override RF Test

RTE7RFC
RTE7RFBC



3-
-

SET THE PROGRAM COMFORT PERIOD
2-1-

-

2

 

SET THE PROGRAM DAY
1-  

Mo = Tu = We = Th = Fr = Sa = 
Su =

1- 2-

Prog 1 2 3og 1ror 1oo 1

4-

-

3- 

PROGRAMMING
SET DAY AND CLOCK

2-

4-3-

Override RF Test Override RF Test



4-

MANUAL: A TEMPORARY CHANGE
MANUAL: -

BOOST
BOOST: 

3

OPERATING
MODE SELECTION AND DESCRIPTION

STANDBY: 

-

ECO:

-

AUTO:
-

COMFORT:
-

-
-

5-
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TEMPERATURES SETTING

2-1-

4-3- 
-

DUAL OPTIMIZATION FEATURE

-

-

-

-



NEOMITIS® LIMITED - 4th Floor, Lincoln House, 300 High Holborn, London WC1V 7JH 
Registered in England and Wales No: 9543404

Re
gi

st
er

ed
 tr

ad
em

ar
ks

 - 
Al

l r
ig

ht
s r

es
er

ve
d

4

www.neomitis.com

 is on:

TROUBLESHOOTING
-

-

-

WHAT IS A ROOM THERMOSTAT

-

TECHNICAL SPECIFICATIONS

FACTORY SETTINGS

-

 
 
 

OVERRIDE

Override RF Test

-

NOTE




