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Characteristics
• Remote relay for voltage devices (boilers, pumps, valves, actuators, lighting and 

other 230V devices)
• Remote relay for voltage-free devices (alarm control panels, gate controllers, 

opening sensors and others)
• Acts as a repeater increasing the range of the ZigBee network
• Can be used as a “smart input” to the system (you can activate OneTouch rules)
• Has  a programmable schedule in the SALUS Smart Home applicationă

SR600
Smart Relay

Features
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Connection scheme

The SR600 relay is installed directly into a junction box or can be wall mounted using the 
optional SRS600 Surface mount bracket to create a hardwired semi-permanent control 
solution for lighting, heating or appliances. Offering an industry leading rated capacity of 
16A the SR600 is suitable to control larger current devices such as electric heaters. Quick to 
setup and simple to control, it integrates wirelessly with the UG600 Universal connection 
gateway and can be controlled independently or in combination with other devices using 
the app Smart Rules function.

Product Smart Relay

Communication 2.4Ghz Zigbee

Max Current 16(5)A

Dimensions (mm) 45 x 45 x 20

Switching volt 230V AC 50Hz

                 YEAR
 WARRANTY

SR600 - Diagramă conexiuni electrice.
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Schemat podłączenia:

Dane techniczne:

SR600
Smart Relay
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Inteligentny przekaźnik SR600 to zdalnie sterowane urządzenie, przeznaczone do pracy 
w puszce łącznika, gniazda ściennego lub tam, gdzie istnieje potrzeba wysterowania 
odbiornika o maksymalnym obciążeniu 16A. Należy go używać razem z bramką internetową 
UGE600 oraz aplikacją SALUS Smart Home.

Cechy produktu:
• zdalny przekaźnik dla urządzeń napięciowych (kotły, pompy, zawory, siłowniki, 

oświetlenie i inne urządzenia 230V)
• zdalny przekaźnik dla urządzeń beznapięciowych  

(centrale alarmowe, sterowniki bram, czujniki otwarcia i inne)
• działa jako repeater zwiększający zasięg sieci ZigBee 
• może być używany jako "inteligentne wejście" do systemu  

(można aktywować reguły OneTouch)
• posiada programowalny harmonogram w aplikacji  

SALUS Smart Home

Zasilanie 230V AC 50 Hz

Max obciążenie 16 (5) A

Sygnał wyjściowy Przekaźnik NO/COM

Wejście S1 i S2

Komunikacja Bezprzewodowa, ZigBee 2.4 GHz

Wymiary [mm] 45 x 45 x 20
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