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The SALUS water leak sensor can detect water leaks within your system and report this 
information via our smart app remotely. 

Characteristics
• Mounting Option: Horizontal or vertical with wall mount bracket
• Low Battery Warning: The device will display a low battery warning (less than 2.5 

Volts DC) on the Salus Smart Home App
• 30 metres indoor RF range
• Operating Current (Tx): Less than 180mA (peak) at 3.0V DC
• Standby Current: Less than 7uA at 3.0V DC
• 5 year warranty

WLS600
Water Leak Sensor

Product Water Leak Sensor

Power Supply CR2 Lithium battery (800mAH, 3V), Replaceable

Wireless Standard Zigbee 2.4 GHz HA1.2

RF Range 30 metres indoor RF range

Dimensions (mm) L55.0 x W 55.0 x H 24.9mm (Without wall mount bracket)

L58.8 x W 30.0 x H 65.9mm (including wall mount bracket)

Terminals 2 pin connectors in foothold for external sensor

Protection Class IP67

Storage Temperature /

Humidity

-20°C - 85°C / 20% – 95% non-condensing
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Zasilanie bateryjne

Oznaczenie wejścia

Styk przełączny NC/COM/NO

Bezpiecznik

Styk normalnie otwarty (zwierany)

Kocioł - Podłączenie kotła* - Styki w kotle do 
podłączenia regulatora ON/OFF (wg instrukcji kotła)

Napięcie zasilania 230V AC

Wyjście napięciowe 230V AC

Styki beznapięciowe wyjściowe

Styk normalnie zamknięty (rozwierany)

L, N

COM, NO, NC

S, S1, S2

SL

Pompa

Żarówka lub inne obciązenie

Transformator   

Czujnik temperatury

Programator czasowy

Siłownik zaworu

Siłownik termoelektryczny

Komunikacja bezprzewodowa

Wentylator 3-biegowy 230V AC

Zewnętrzny styk zwierany

T30NC

WLS600 - Schemat podłączenia.
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